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Our solution for the newest generation
of heatset printing machines /

Unsere Losung fur die neueste
Maschinengeneration im Heatset
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& RECYCLED

Print@compensated \O e
1d-No. 1218390 lecyclingmaterial
2 wwwbvdm-online.de F§§; FSC® C004867

Printing blankets / Drucktlcher Made in Germany




Printing blankets / Drucktticher

Marathon

P Very good resistance to swelling
for reduced ink build up /
Sehr gute Quellbestandigkeit sorgt
fur reduzierten Farbaufbau

» Higher stability against edge marking /
Sehr gute Kantenstabilitat

P Specifically suitable for heatset machines
from 8-80 pages /
Hervorragend geeignet fiir Heatset-
Maschinen von 8-80 Seiten

Applications / Einsatzgebiete

highly
recommended / recommended /
sehr zu empfehlen
zu empfehlen

(® | Sheet-fed offset /
Ha| Bogen-Offset

% Packaging /
Verpackung

(2| Metal decoration /

% Blechdruck

Waterless printing /
wro| Wasserloser Druck

UV printing /
UV-Druck
Hybrid: conv. + UV /
Hybrid: konv. + UV
Waterbased
varnishes /

H.0) Wasserlacke

0 UV varnishes /
UV-Lacke

BN\, VA
@Yo | Newspaper printing / °
7S Zeitungsdruck

(9 | Heatset printing / .
2@ i Akzidenzdruck

Label printing /
Etikettendruck

Business form /
Endlosdruck

LT

Made in Germany

Specification / Spezifikation

Colour / Farbe Marathon blue /
Marathon Blau

Identification / PHOENIX marking with article

Markierung and batch number
PHOENIX Markierung mit
Artikel- und Chargennummer
Art. no. / Art.-Nr. Art. 395

Micro-ground surface /
Fein geschliffene Deckplatte

~, . TEMP

Special TEMP Control Layer®
technology for optimized paper
feeding characteristics /

Fiur optimale Papierfordereigen-
schaften ausgelegtes System mit
zwei kompressiblen Schichten
(TEMP Control Layer® Technologie)

| ;-

Technical data / Technische Daten

Thickness (Tol. *0.0008)/ Art.395:1.70 mm /0.067"
Dicke (Tol. = 0,02 mm)

Elongation at / <0.9%
Dehnung bei
500 N /50 mm

Compressibility at / approx. / ca. 10 %
Kompressibilitat bei

1,350 kPa

Tensile strength / >3,500 N /50 mm

ReiBkraft

Thickness reduction <2%
due to tensioning and

setting /

Dickenabnahme durch

Anspannen und Setzen

Hardness total / approx. / ca. 82 Shore A

Harte gesamt

Surface rubber / approx. / ca. 53 Shore A

Deckgummi

Roughness Rz / 6 pum
Rauigkeit Rz

Roughness Ra / 0.8 um
Rauigkeit Ra
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